
  

Page 1 of 2 

MAN Diesel Group 

Teglholmsgade 41 

2450 Copenhagen SV 

Denmark 

Tel.:  +45 33 85 11 00 

Fax.: +45 33 85 10 30 

www.mandiesel.com 

 

For further information,  

please contact: 

Peter Dan Petersen 

Senior Manager, Technical 

Communications and 

Documentation 

Tel.: +45 33 85 14 70 

peterd.petersen@man.eu 

 

For graphics and images, 

please contact: 

Mia Glarborg 

Tel.: +45 33 85 15 90 

mia.glarborg@man.eu 

 

press release 

MAN Diesel 

Alpha Lubricator is Win-Win for 
Customers and Environment 
 
Milestone of 1,000 retrofits represents record savings 
of lube oil and a greener environment. Alpha Lubricator 
Lite takes concept to next level.  
 

13 May 2009. Originally introduced in 2000, the Alpha 

Lubricator has been a major success, enabling customers 

to save up to 20-30% of lubricating-oil costs, a significant 

saving for such an expensive resource.  

 

In reference to the 1,000 retrofits, Peter Rytter Jensen, 

Head of Special Projects, MAN Diesel PrimeServ, 

Copenhagen, said: “We are very proud to have reached the 

1,000 Alpha Lubricator retrofits milestone. It speaks for 

itself that the market has taken to the Alpha Lubricator so 

readily. Its inherent advantages are that the customer 

enjoys significant savings of 20-30% of lubricating oil, while 

simultaneously reaping the benefits associated with the 

Alpha Lubricator systems green, environmental image.” 

 

He continued: “The system has undergone continuous 

development in the course of its lifetime, starting already in 

the year of its introduction with the ACC version where an 

algorithm controlling cylinder-oil dosage proportional to the 

sulphur content in the fuel. Subsequently, in 2007, 

PrimeServ introduced a „soft delivery‟ version that further 

simplified the installation work. 

 

Alpha Lubricator Lite 

The success of the Alpha Lubricator has given PrimeServ 

great experience in this area, which has been put to good 
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use with the development of the Alpha Lubricator Lite. This 

extends the reach of the Alpha Lubricator concept to 

smaller-bore engines, spreading its advantage to an even 

broader range of customers. 

 

Rytter Jensen added: “Our success with the classic Alpha 

Lubricator has, until now, focused on two-stroke, larger-

bore engines. We now want to expand the concept and 

accommodate customers in smaller-bore segment, many of 

whom have seen the Alpha Lubricator‟s benefits for bigger 

engines and demanded an equivalent. We have accordingly 

developed the Alpha Lubricator Lite, which is tailored for 

this segment.” 

 

 

 

About MAN Diesel 

MAN Diesel is the world‟s leading provider of large-bore diesel 
engines for marine and power plant applications. The company 
designs two-stroke and four-stroke engines, generating sets, 
turbochargers, CP propellers and complete propulsion packages 
that are manufactured both by MAN Diesel and its licensees. The 
engines have power outputs ranging from 450 to 97,300 kW. 
MAN Diesel employs over 8,000 staff, primarily in Germany, 
Denmark, France, the Czech Republic, India and China. The 
global after-sales organisation, MAN Diesel PrimeServ, 
comprises a network of the company‟s own service centres, 
supported by authorised partners. MAN Diesel is a company of 
MAN AG, which is listed on the DAX share index of the 30 leading 
companies in Germany. 
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